
HOW TO ORDER

FOR EXAMPLE

VL U 0608 220 K

A B C D E

A

Product type

VL
Vertical fixed inductor

C

Dimensions(mm)

Type Cmax

0406

0608

0810

0912

1012

5.5

8.0

9.5

12.0

12.5

9.0

12.0

13

14.5

14.5

Amax

Envelopment configuration

B

D

E

U
UL

UL sleeve

Nomina l inductance( H)

The f i r s t two d ig i t s a re s ign i f i can t , and the th i rd

d ig i t i s number o f ze ro

101=100 H

5R6=5.6 H

R22=0.22 H

For example

Tolerance

J

K

M

5.0%

10%

20%

P Magnetic shielding

VL
VL TYPE VERTICAL FIXED INDUCTORS
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( )
STRUCTURE(EXTERNAL DIIMENSIONS)

Dimensions(mm)

C(max) A(max)

Type

B(min) d P

#
The products can be customized according to customer requirement.

c

d

A

P

B

VL
VL TYPE VERTICAL FIXED INDUCTORS

Part Number H Isat(A)
Tolerance Test Freq. DCR( )Max

2.2 2200

2.0 22000

2.2 33000

1.2 80000

1.0 100000

6.8 100000

10 4700

22 330

100 3000

J/K/M

J/K/M

J/K/M

J/K/M

J/K/M

J/K/M

J/K/M

J/K/M

J/K/M

1KHz

1KHz

1KHz

1KHz

1KHz

1KHz

1KHz

1KHz

1KHz

0.045 17

0.020 118

0.025 90

0.012 135

0.0110 220

0.020 135

0.025 7.0

0.040 0.3

0.13 5.2

0.110 3.5

0.040 2.0

0.030 2.0

0.023 12

0.035 11

0.040 6.0

0.550 9.8

1.000 8.0

1.700 7.0

#
The products can be customized according to customer requirement.

0406

0507

0608

0810

0912

1012

1215

1415

1618

5.5

7.0

8.0

10.0

12.0

12.5

13.5

16.0

18.0

9.0

9.0

12.0

13.0

14.5

14.5

15.5

17.0

20.5

15

15

15

15

15

15

15

15

15

0.50 0.05

0.50 0.05

0.60 0.05

0.60 0.05

0.65 0.05

0.65 0.05

0.80 0.05

0.80 0.05

0.80 0.05

2.0 1.0

2.5 1.0

2.5 1.0

3.5 1.0

5.0 1.0

6.0 1.0

7.5 1.0

7.5 1.0

10 1.0

0406

0507

0608

0810

0912

1012

1215

1415

1618

ELECTRICAL CHARACTERISTICS
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&
PACKAGING STYLE&QUANTITYE

#
Packaging according to customer's requirement

Packaging styie

Quantity

Codel

Dim.

P

12.7

P0 P1 P2 D0W W0 W1 W2 H1H0d

Tol. 1.0

12.7 3.85 6.35 0.6 0 18.5 12 9 1.5 15-20 35.0 4.0 1.4

h I

0.2 0.7 0.4 0.1 1.0 1.0 1.0 1.5 0.5 Max 0.21.0

5.0

F

0.8Max

Bulk

Part Number

0406

0507

0608

0810

0912

1012

1215

1415

1618

140

140

140

110

110

104

112

80

64

PCS

PCS

PCS

PCS

PCS

PCS

PCS

PCS

PCS

2300

1500

700

500

500

PCS

PCS

PCS

PCS

PCS

500 PCS

500

500

200

200

200

200

PCS

PCS

PCS

PCS

PCS

PCS
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